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Tricks of the Trade 

Dave Porter G4OYX

In ToTT this time we continue with the description of the MWT BD228A 50 kW MF transmitter installed at BBC 
Brookmanôs Park, BP, in 1961. Previously, the RF section was detailed and, by the use of a new, patented 
invention Tyler Mod, incorporating third harmonic resonators in the final stage, the overall efficiency approached 
90%. It will be seen later that, because of this development, the modulation power requirements also become 

smaller, again a good selling point from MWT to broadcasters. 

Starting and finishing points  

The basis of the modulator design was a standard push-
pull Class B output stage with air-cooled power triodes. 
As such, the standing feeds with no modulation would be 
low as the tubes would be biased to near enough cut-off. 
Accordingly, they would require a fair amount of drive to 
produce a linear output. Being triodes in Class B rather 
than tetrodes, beam tetrodes, or pentodes in Class AB1 
(or even AB2) implies that considerable grid current will 
need to flow.  

Drive requirements 

Of course, a substantial voltage swing is also required on 
this drive; volts coupled with current equate to power, so 
a low impedance driver is needed; this was effected by 
the use of push-pull cathode followers. Quite how 
this stage was realised in practice is interesting, 
more about this later. 

The voltage swing was relatively easy to source 
and the then, brand-new M-OV TT21 was used 
both in quantity and in gay abandon; one even 
featured as an over-modulation limiter. 

This back-to-front route brings us neatly to what 
MWT called the óôpre-amplifierôô stage and here, 
rather than design from scratch, MWT bought in a 
ready-made hi-fi amplifier with both an input 
transformer and a modified output transformer.  

Conveniently, here at the audio input would be a 
good point from which to start the detailed 
explanation. 

Input audio and Pre-Amplifier 

It was at the time, that the newly introduced Leak 
TL-12 12 W hi-fi amplifier was employed as a pre-
amplifier by MWT. The circuit is shown in figure 1 
(page 23). This was a three stage unit employing 
an EF86 as voltage amplifier with an ECC81 
phase splitter to two push-pull EL84s in ultra-
linear configuration in the output. The programme 
material arrived by 600 Ohm balanced feed via 
the transmitterôs own input transformer, TR12 at 
up to +8dBm into transformer TR3 where it was 
suitably attenuated by R23, R24, and óôtone 
correctedôô by R25, C16m and C17. More tone correction 

was employed by a modification for half power, 25 kW 

operation comprising two 0.1 mF capacitors and a 200 
Ohm resistor. 

The TL-12 output transformer was to a different design 
from that supplied to regular hi-fi users in that instead of 
the output being for a 4 or 15 Ohm speaker, two phased 
outputs were present with the required load being 
100 Ohms for each. These two windings also allowed for 
the application of overall modulator negative feedback. 

A tertiary winding was provided at low impedance in lieu 
of the 4 or 15 Ohm feed as a source of the 26 dB 
negative feedback for the Leak TL-12 itself. 

On the photograph of the modulator general layout (figure 
2) the position of the preamp is hard to discern, however, 
it was mounted within the modulator cabinet high up 
above the RH front door.  

Figure 2. The modulator cubicle 
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Itôs hot in here! 

The TL-12 chassis was mounted vertically so the valves 
were horizontal. For two reasons this proved to be a 
problem. First, the cabinets would be hot in the summer, 

often running at 105 F̄ ï 115 F̄ and, with the amplifier 
high up, its operating temperature was no doubt more 
than that for which Mr Leak designed. This led to 
component failure and the cathode bias resistors on the 
EL84s were up-rated from 1 W carbon composition types 
to 2 W. Secondly, these resistors were also in danger 
from thermal runaway caused by the placing of the tubes 
horizontally. The control grid structure of the EL84 was 
prone to displacement by horizontal sagging and the 
tubes would go grid/cathode leaky with consequent sky-
high anode current.  

Figure 3. Detail of front left hand side of the 
modulator cubicle with one of the output valves 

(front left), 

Examination of Figure 1 will reveal a local BP 
modification where, in the 0 V return of the centre-tap of 

the main HT transformer, a meter shunt has been wired. 
Connections to the outside world were via an unused 
American 110 V/220 V facilities socket (SKC). A spare, 
switched way on SWE was found to one of the Ernest 
Turner front panel meters and a regular check could be 
made of Leak TL-12 total HT current. 

One other ónastyô of this pre-amplifier was supersonic 
oscillation which has been alluded to in a previous ToTT. 
Here certain specimens of EF86 can cause, after time, 
the amplifier to ótake-offô at about 80 kHz causing 
spurious output. This was not good for the resistive 
parasitic stoppers on the inputs to the modulation 
transformer; on a 250 kW BD272 HF sender these could 
glow red-hot when the Leak TL-12 fault was present! In 
addition the attentions of the Governmentôs RF spectrum 
monitoring stations are raised, again not goodé.. 

Baldock is not far from BP! 

At Brookmanôs Park, after these 
óundocumented featuresô had been discovered, 
it was arranged that every year around 
Christmas, the Leak Amp would have a 
complete new set of glassware whether it 
needed it or not. This was a sensible approach; 
it wasnôt the same on the HF stations with their 
BD272 Leak pre-amps! They were run to 
destruction and normally staff would dash in, 
prior to or even during a transmission and 
change the amplifier for one that did not distort 
or sprog! 

The Modulator output triodes V16 and V17, 
type STC 3J/252EW, can be seen within their 
air cell cavities, one on each side of the 
modulator cubicle shown in figure 2, and with 
V16 in more detail in figure 3. Other principal 
features of this general view (figure 2) are the 
Willmott Breedon key interlock system with 
SWC and SWD adjacent to each other (top left 
of cubicle), and with SWA (central panel) as the 
main control sequence switch which enabled 
progressive manual control of air, filaments, 
bias, aux HT, and HT, etc., or in óRemoteô 
whereby the closure of a remote toggle switch 
was used to power up or power down the 
transmitter. 

The first AF amplifier 

Referring to the circuit diagram in Figure 4 
(page 25) the first AF amplifier uses a push-pull 
pair of TT21s. They have a common cathode 
circuit with a front panel mounted bias adjusting 
resistor RV23. 

Dynamic balance of the stage gain is via RV21, 
labelled ñ1

st
 AF Balanceò, in the anode circuit of 

V1; essentially the anode load and hence stage 
gain of one tube is adjustable. Each TT21 grid 
is supplied by audio and bias voltage through 
the secondaries of the Leak pre-amp output 

transformer. Points x-xô and y-yô are the injection nodes 
for the transmitterôs overall negative feedback. 

As usual, and as on the RF section, comprehensive 
metering was provided both switched and permanent. 
Anode and screen supplies came from a nominal 250 V 
supply.
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Figure 4. Circuit diagram of the first AF amplifier
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Voltage Amplifier 

The outputs from the 1
st
 AF are resistance-capacity 

coupled to the next stage, the Voltage Amplifier, whose 
circuit diagram is shown in figure 5 (page 27). Four 
TT21s are used in parallel push-pull. Each valve is part 
auto- and part fixed-biased, and each valveôs bias is 
adjusted by separate potentiometers on the TX 
front panel. A 1 kV anode supply, and 
resistance dropped screen supply derived from 
the 2kV supply is used on this stage. 

Mechanically both this stage and the preceding 
one are letôs say, odd, in that the tubes are 
mounted upside-down on a chassis runner, 
evident from inspection of the units in the right 
hand compartment of the modulator cubicle 
(figure 2) and from the detail of figure 6 (below). 
Maybe it was to make construction and 
possible later fault-finding easier in that all the 
connections were on the top in the clear. 
However this mode required the use of glass 
fibre reinforced retaining harnesses to prevent 
the valves from falling out! 

As a ruse to sell more valves, it was probably a 
good idea as all the heat went away through 
the base of the valve and the valveholder, 
which possibly shortened both their lives. 

Figure 6. Detail of the óupside downô amplifier 
chassis 

Cathode Follower 

As mentioned earlier considerable power was required to 
drive the output triodes, hence a low impedance, low 
distortion cathode follower stage was needed. On larger, 
more powerful transmitters a couple of hefty triodes 
would be used but not here.  MWT, in their wisdom, 
indeed went for a low impedance device, in fact six of 
them, in paralled push-pull. They used AEI 13E1SB óLow 
Impedance DC controlô beam tetrodes more often 

employed as series stabilisers in power supplies. These 
are B7A-based devices (as for example, the QQV06-40). 
Unfortunately the valve holder of choice was made of 
PTFE, not ceramic and, as such, not a good idea as, 
once again the valves were mounted upside-down! The 
use of securing harnesses here was mandatory as PTFE 
has a certain amount of give in it at the best of times. 
Figure 7 illustrates well all this upside-down horror. 

Figure 7. The óupside downô cathode 
follower layout 

The anode voltage was 250 V and each 
valveôs bias was adjusted by individual 
potentiometers on the TX front panel. The 
screen grids were fed from a 2 kV supply 
with the voltage between screen and 
cathode stabilised by four series-connected 
Zener diodes. The bias set on each tube 
was, in effect, the bias on the corresponding 
modulator output triode. The circuit diagram 
of the cathode follower is shown in figure 8 
(page 28). 

Up and down the saw-tooth 

This degree of paralleling with shared and 
individual supplies made for a tricky line-up 
when the stage was being adjusted for 
correct bias and the six identical anode 
currents, as there was a considerable 
amount of interaction. 

In practice it was found best to attempt a rough set-up of 
feeds on both the voltage amplifier and the cathode 
follower and then run the transmitter over a dayôs 
broadcasting, let it warm up fully and then tweak it after 
end of programme during the closedown period. If 
modulation distortion and other tests were attempted at 
any other time then very variable results were achieved. 

Prior to 0500 programme start with the transmitter cold, 
the 1100 Hz line-up tone looked a touch positively saw-
tooth, however it settled down and was fine after half an 
hour or so and stayed within specification to 0200 after a 
dayôs worth of transmission! 


